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WORLDCHEM SLR  

 SOLAR PANEL CLEANING PRODUCT 

 
 
 
 
 
 

Product Highlights 
 

 Will not damage the surface of 

the solar panel 

 Effectively removes organic dirt 

from solar panels 

 Safe and non-toxic formula that 

won’t damage the surface of 

your solar panels 

 Provides a protective coating 

that helps prevent future dirt and 

debris buildup 

 Saves time and money on 

maintenance and cleaning 

 2 L, 5 L drums 

 
 

 
 

 
 
          

 
 
 
 
 
 

 

SLR solution is used to wash solar panels and its quick action makes it 
easy to clean all kinds of dirt such as bird droppings, pollen, bee’s wax, 
dust, Saharan dust, tree sap, and other contaminants. After the 
efficient washing it leaves on the solar panel a surface protection that 
will not allow the dirt to adhere so easily, protecting the solar panel 
from scratches and avoiding the fast decrease of solar panel power 
output due to soiling accumulation. 
 
The antistatic properties of SLR will make your future cleanings easier, 

because it keeps the panel cleaner between cleanings, reduces 

cleaning time and water consumption by up to 50%. 

It is recommended using between 150mL and 200mL per m² of 

photovoltaic panel. For example, if you have a PV panel with a surface 

area of 2 m², the quantity will 300mL to 400mL. 

 

Directions for using the product: 

It is a concentrated product and can be diluted with water in a ratio of 
1:50 to 1:75. Depending on the level of surface contamination, it can be 
diluted more or less.  

 

1. Dilute the SLR concentrated product with water in the right 

mixing ratio, to create ready-to-use SLR washing solution. 

2. Use the washing solution directly in the dirty solar panels 

3.  Brush or Mop the entire surface of the modules in order to 

remove or loose the dirt present in the solar modules. 

4. Rinse the panels with water to remove any dispersed dirt or 

excess of product left on the panels. 

5. Let it dry on its own or remove the water with a Squeegee. 
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